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1. Only the official contractor is permitted to undertake water and compressed air works from the source of supply in the exhibition hall. 
2. Please note that orders received are non-refundable and non-exchangeable. 
3. Orders are valid only when accompanied with full payment. A confirmation of order will be sent to the email stated below together with 

methods of payment form. Late orders received after November 2, 2020 is subjected to 30% surcharge. On-site orders may not be 
provided and if available, it will be subjected to 50% surcharge. 

 

ITEM UNIT COST (SGD) QTY TOTAL (SGD) 

  WATER SUPPLY 

Water inlet for machine use 780.00   

Water inlet & outlet for sink (For cold water usage only) 880.00   

Water inlet & outlet for sink (For hot & cold water usage) 980.00   

Sink unit (without water inlet) 280.00   

  COMPRESSED AIR 

Motor Cap 
R Pressure (Max) Air Delivery Rate (Max) 

UNIT COST (SGD) QTY TOTAL (SGD) 
Bar PSI LPM CPM 

1 HP / 0.75KW 4-6 75 - 90 82 2.89 650.00   

2 HP / 1.50KW 4-6 75 - 90 164 5.78 720.00   

3 HP / 2.24KW 4-6 75 - 90 246 8.67 800.00   

5 HP / 3.73KW 4-6 75 - 90 410 14.45 960.00   

 
* Subject to 7% Goods & Services Tax (GST) 
* GST is not applicable for foreign-based exhibitors. 

Total Cost Before GST  

7% GST*  

Total Cost Including GST  

PAYMENT (Please select preferred method of Payment) 

   For Local Exhibitors: Crossed cheque or bank draft made payable to Pico Art International Pte Ltd. 
        Mailing Address: Pico Creative Centre, 20 Kallang Avenue, Singapore 339411 

   For Overseas Exhibitors: Telegraphic Transfer – Please make payment in SGD to the following account:  
      Pico Art International Pte Ltd 
      Bank Name: The Development Bank Of Singapore (DBS Bank), Raffles Place Branch, 22 Malacca Street, Singapore 048980 
      Account No.: 048-014598-1 (SGD) or 0048-000048-01-5-022 (USD) Swift Code: DBS SS GSG 

 

All connections will be terminated in a quick-release coupling, type SH24/PH24 for 15 mm to 20 mm internal diameter hose. 
Please specify exact requirement as below: 
 

a) Pressure: ________________________________________ bar / PSI 
 

b) Delivery Rate: ____________________________________ LPM / CPM 
 

c) Exact Delivery Date: _______________________________ 
 

d) Other specifications/ Information: ___________________ 
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Compressed air 

 

1. The physical conditions of the Exhibition may differ from those of the Exhibitor’s premises and thus allowances must be factored into the 

orders. 

 

2. Compressed air will be delivered from air compressors located outside the Hall, with dryer unit, and delivered to your booth via an 

underground delivery system. Supply is not totally “clean”, Exhibitors must provide their own filters if 100% clean, dry air is needed. For your 

information, the percentage of humidity and oil content is approximately 5% and 10ppm respectively. It is the responsibility of the Exhibitor to 

have an air-bottle in the machines to drain off the water residue regularly. 

 

3. The Organiser reserves the right to supply any requirements in certain parts of the Hall by electricity-driven individual compressors located at 

the booth due to the existing Hall limitations. However, this air supply may not have a dryer incorporated in the system. 

 

4. All connections will be terminated in a quick-release coupling, type SH24/PH24 for 15 mm to 20 mm internal diameter hose. Exhibitors 

requiring other type of connection must provide their own fittings (both male and female) for attachment to the coupling or valve provided by 

the Official Contractor.  

 
 

5. All connections to machines will be carried out by the Exhibitor’s staff. 

 

6. If the standard supply shown in the Order Form is not suitable for your purpose, please provide the Official Contractor directly with detailed 

specifications for a quotation.  

 

7. Exhibitors are not permitted to cut or damage any equipment or fitting supplied by the Official Contractor, otherwise the exhibitor must bear 

the cost of such damage. 
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